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Confirmation of Document Authenticity
for wta Rebuilt Toner Cartridges

Document Authenticity refers to a property of writing media (e.g., toner) that is required, among 
other things, by the Service Regulations for Notaries (DONot).

Document-authentic materials must meet several measurable criteria, including:

•	 Smudge resistance: 	 The print must dry quickly.
•	 Erasability: 	 The print must not be correctable.
•	 Removability: 	 Printed text must not be removable without leaving traces.
•	 Lightfastness: 	 Prints must not fade beyond a certain degree.
•	 Water resistance: 	 After contact with water, the writing may only blur to the extent 

	 that the writing lines remain visible.

The necessary test criteria are defined in ISO standard 12757-2.

Testing and certification of document authenticity always apply to the specific combination of a 
printer type, the paper used, and the toner cartridge.

A certificate is issued only for this verifiable combination established during testing.

If changes occur (e.g., improvements, changes in ingredients) in any of the tested materials, 
document authenticity can no longer be guaranteed.

Since every manufacturer strives to continuously improve their products or adapt them to market 
requirements, certification is often no longer verifiable and therefore outdated after some time.

For us as a manufacturer of rebuilt toner cartridges, there is the added difficulty that we require 
the approval of both the printer and the paper manufacturer for testing and certification. Since the 
printer manufacturer and we are in direct competition, it is understandable that such approval will 
likely never be granted. Certification of our products by the certifying institute is therefore virtually 
impossible for us as a manufacturer of rebuilt toner cartridges.

wta Carsten Weser GmbH produces its rebuilt toner cartridges according to TÜV Thüringen standards, 
based on DIN 33870-1 and DIN 33870-2, a recognized testing and quality benchmark. This standard 
defines, among other things, requirements for toner adhesion: “The resistance of the toner layer 
fixed on the paper to mechanical stress must correspond to the resistance of the layer produced 
with the original module on the original device.”

We confirm that the rebuilt toner cartridges we manufacture fully meet the criteria for document 
authenticity – blackening/brightness, toner adhesion, and abrasion resistance. Corresponding test 
procedures (folding test, visual test using the adhesive tape method according to DIN 53223) have 
been successfully completed in accordance with TÜV Thüringen standards.


